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Software Download

Android Download:
Method 1

Please use your browser to scan the QR code,
then click on the download link and install the
application.

Note: If your browser does not have a built-in scanning feature,
please follow one of the following methods:

Method 2

Open the official website of HUMZOR:
www.humzor.com

Click "User Center - Download Center" in the upper
navigation bar to enter the download page, find the
APP corresponding to your product model and click
"Download" button to download and install.

iOS Download:

Scan QR code or APP Store search NexzDAS to
download and install APP

Application Guide

1.Software Activation

First, ensure that your device has a stable internet
connection. Open the NEXZDAS series app, Input the
serial number and activation code, and click on "Login"
to activate the software.

NEXZDAS

Please enter the serial number

Forget Password?
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2.Download Center

Once activation is complete, Click on "Discover -
Download Center" to access the download page.
Download the required special functions and vehicle
brands.
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3.Bluetooth Setting

On the main page, Click on the bluetooth icon in
the upper right corner to establish a bluetooth
connection.

4.Feedback
Click on the feedback button located in the upper right

corner of the software interface to provide quick feedback

in the form of text or images. After providing feedback,
provide your product's serial number to customer service
for prompt assistance and response
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Complaint Content:

OBD Interface

Vehicle OBD connector locates in different parts,see the
picture as below.

Specifications

Operating System Android/iOS/HarmonyOs

Communications Bluetooth5.2
Input Voltage DC 12-30V
Operating Temperature -20to70°C (14-158°F) ,Relative Humidity:<90%

Storage Temperature — -40to85°C (-40 to 185°F) Relative Humidity:<90%

Dimension 115mm= 48mm= 25mm
Unit Weight 719(0.161b)
Warranty

Warranty Ordinance: Limited two years warranty for
NEXZDAS

No Warranty Provided in Following Conditions:

1. Warranty service is not provided beyond the
warranty period.

2 Product damage caused by incorrect instalation or
improper operation.

3 Self-modification, replacement of internal parts, and
other man-made

damage, ect.

4 Product damaged by natural disasters, accidents,
infitration of liquids, etc .
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